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WES Series

Universal testing machine

Steel strand type

Two funcion:for both steel bar and steel strand
WES series computer screen display universal material testing machine is driven by hydraulic power
source, and uses the measurement and
control system to collect and process the
test data. It consists of four parts: test
host, oil source (hydraulic power source),
measurement and control system and test
apparatus, and the accuracy of the test
machine is better than that of 1.
WES series micro-screen display
universal material testing machine can
meet the standard test requirements in the
metal tensile test regulations, and can
also
carry out the tests of tensile, compression,
bending and shearing of different
materials or products according to other
standards, and can obtain the tensile
strength and yield strength of the
measured material.

Product Features
The test machine is six vertical column and double space structure, the upper beam and the lower
cross beam are stretched space, the lower beam and the test
stand are compressed space, the test space is automatically adjusted by the sprocket and the screw
driving the lower and lower beams. The upper and lower
beams are equipped with hydraulically controlled clamping jaws. The standard models are equipped
with V and plane type jaws to clamp cylindrical and flat plate



an upper pressure plate and a lower pressure plate with a
spherical structure on the test platform, which can be directly compressed.
The design of the test machine mainframe considers the possibility of expanding the assembly of
other fixtures to complete more tests. For example, the bolt
fixture can be used as a bolt, and the bending fixture can be used as a bending test for the round rod
or plate. The shear clamp can be used as the shear strength
test of the round rod, and the test of concrete and cement sample can be done in the compression
space with the combination of flexure, shear, splitting, elastic
modulus and so on. The testing machine and accessories meet the requirements of GB/T228,
GB/T2611 and GB/T3159 standards.

Technical specification

Standard Packing List with accessories pictures
A. Main unit
A-1 Hydraulic clamp&high sealed oil cylinder
A-2High accuracy stoke load cell
A-3Displacement sensor
A-4 Protecting fence
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specimens for tensile tests. The bottom end of the standard type bottom cross beam is equipped with
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B. Standard cabinet

B-1 Oil tank system
B-2 Servo valve,oil pump,Wannan Motor,joint and tube,oil tank etc...

C. Standard control system
C-1 Industrial PC
C-2Laser printer
C-3English software
C-4 Electronic extensometer(10/500)

D Clamp jaws
D-1Round specimen(0-13) one set 4 pcs
D-2 Round specimen(13-26) one set 4 pcs
D-3 Round specimen(26-40) one set 4 pcs
D-4 Steel stand clamp (0-15.8mm) one set 4pcs
D-5 Bending basement 1 set
D-6 Compression plate 1 set


